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Hit  Mania 
 

Product Specifications: 

English Name: Hit Mania           Launching Time: 1st October,2014             

Recommending Grade: ★★★★★   Cabinet Colour: White/Black   

Game Type: Redemption Machine    Cabinet Material: Glass/Metal 

After-sale Service: Refer to the detailed warranty item list on the machine 

Size: W126×D76×H83 (cm)         Weight: 78Kg/155lbs 

Voltage: 220V                    Current frequency: 50Hz 
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Feature:  

Competitive 2 players redemption table game for kid and adult 

Flashing, multicolored RGB LED lighting effect 

Upbeat and great game music 

Challenge player’s dexterity, speed and reflexes 

Tickets and capsule award 

 

Profitable Places: Recreation Room, Amusement Center, Children’s Park, 

Crowd assembling, Shopping Mall, Cinema, Supermarket. 

 

Thank you for choosing our product! 

Our machines are fully computerized coin-operated skill or strength 

testers used for amusement and entertainment. We made sure that all the 

components used for production as well as the machine itself are made of 

best quality components and are safe for use. 

Your machine is designed so that you can start using it right away. 
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SAFETY PRECAUTIONS 

BE SURE TO READ THE FOLLOWING 

1. Always turn OFF power an unplug the game before opening or 

replacing any parts. 

2. Always when unplugging the machine from electrical outlet, grasp the 

plug, not the cord. 

3. Always connect the machine to grounded electrical outlet.The wiring 

system is under voltage that is safe in normal use but may be harmful 

while improper use. 

4. Always use digital multimeter, logic tester or oscilloscope for testing 

integrated circuits. Do not connect or disconnect any of the integrated 

circuits while the machine is ON. 

5. Do not install any fuse that does not meet the specified rating. 

6. Do not subject the machine to extreme temperature variations. 
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MACHINE DESCRIPTION AND TECHNICAL SPECIFICATION 

What’s in the package 

Machine is supplied with a full range of accessories to help you get 

started right away. 

Key set for 2 locks. 

Preinstalled SD card. 

4 legs with set of screws. 

Safety bar (pneumatic, stored inside the machine). 

General information 

Game type: speed/reflex meter 

Allocation: indoor 

Construction: steel 

Color: white/black 

Currency 

Working with all kinds of bills, coins and tokens. 

Possibility of installing coin and bill acceptors. 

Optional extensions 

Two ticket dispensers. 

Capsule machine. 

Body and glass 

Each corner covered with soft plastic safety cover. 

Beautiful lid design looks great in both high and low light conditions. 
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Lid made from single piece of 6mm / 1/4’’ thick tempered safety glass. 

Body made of powder coated steel. 

Two safety locks. 

Display Sound and Illumination 

Red and blue LED scores and credits display 

LED time displays and button backlight 

RGB LEDs between body panels and inside corner safety covers 

Speakers 

Electrical and Operating Details 

Supported voltage: 220V 

Low power consumption 

Only LED light sources ensure low power consumption 

Software regulated features 

Volume 

Credit settings 

Ticket dispenser settings 

Free-play mode 

Button lit time 

Lit buttons limit 

Clear active credits 

Default settings recovery 

Notice: See full description of software regulated features in the Settings 
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section 

Operation modes 

1. OFF 

2. Normal operation mode 

a. Standby 

b. Waiting for START 

c. Game 

3. Settings 

4. Software update 

 

INSTALLATION AND MAINTENANCE  

The machine is designed so that you can set it up quickly and start using 

it right away. 

Installation 

1. Take the machine to desired location. 

Warning: Do not install the machine in areas that would present an 

obstacle in case of an emergency. 

Caution: To move the machine for transport, use a forklift and take care 

not to hit the package. Do not stack any objects on top of the machine, as 

this may cause damage. 

2. Take the machine out of the packing. 
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Notice: Legs are stored inside the machine or in a separate package 

(depending on shipment conditions). Set of screw is stored inside the 

money box. 

Notice: Make sure that the machine stands securely on the ground. 

Caution: Always use safety bar when working with open machine. 

4. If the machine is cold, open machine and wait about 30 minutes for the 

electronics to warm up. 

5. Connect the power cord to power outlet and check if machine is 

working. 

 

 

Volume adjustment 

1. Turn ON the machine and wait for normal operation mode. 

3. Setting Manual:06 to position VPL in setting list 

4. Press left and right button to adjust volume value 

5. After adjusting press confirm button to confirm new setting 

6. Press confirm button to go back to normal operation mode 

Cleaning 

Use paper towels and window cleaner to clean the machine. 

Do not apply window cleaner or any other liquid directly on the machine. 

Instead apply it on the paper towel. 

Caution: Machine works under high voltage. Always turn machine OFF 
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before cleaning. 

 

HOW TO PLAY 

1. Insert coin. 

2. Press START button and wait for the buttons to illuminate. 

3. Press lit buttons until time runs out. Hit the lit button get 1 point, and 

hit the unlit button lose 1 point. 

4. Watch your score on the display. 

5. Collect your tickets or get your capsule 
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SETTINGS 

How to access and browse through settings menu 

1. Turn on the machine and wait for normal operation mode. 

Notice: Find out more about machine operation modes in machine 

description and technical specification section. 

2. Open machine and locate main board. 

Caution: Machine works under high voltage. 

3. Press UP to enter settings menu. Use UP and DOWN to browse the 

menu. 

4. Use ENTER to enable value changing mode. Use UP and DOWN to 

adjust value. When done use ENTER to save changed value. 

Notice: You can also use lit buttons at the top of the machine. 

 

GAME SETTING 

Please use below button to make setting 

 

 

 

  

   

  

 

Confirmed 

Left Right 
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Step for setting game  

 

7 step to setting 

Step 1: Turn off the machine 

Step 2: Dip switch 1 “ON” 

Step 3: Turn on the machine 

Step 4: Follow the setting list to make setting 

Step 5: Turn off the machine 

Step 6: DIP Switch“1” “OFF” again 

Step 7: Turn on the machine and all procedure completed 

 

How to make default setting 

Dip Switch 1 “On” as picture . Please use left and right button to set 

the number 29 in setting manual. Choose “Yes” and push the confirmed button. 

Exit the manual and turn off the machine. Turn on the machine after 1 minutes. 

then the default setting is completed. 
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Setting list 

Step for setting game  
7 step to setting 
Step 1: Turn off the machine 
Step 2: Dip switch 1 “ON” 
Step 3: Turn on the machine 
Step 4: Follow the setting list to make setting 
Step 5: Turn off the machine 
Step 6: DIP Switch“1” “OFF” again 
Step 7: Turn on the machine and all procedure completed 
Number Code Content Range of Settings Default 

Setting 
Remark 

01  Game counter    

02  
Dispensed 
tickets counter 

   

03 PL1 

Credits 
quantity for 
one pulse on 
first channel of 
coin collector 

xx-yy 1 

xx means coin 
or cash, yy 

means credit. 
xx ranges from 
1-20, yy ranges 

from 1-20. 

04 PL2 

Credits 
quantity for 
one pulse on 
second 
channel of coin 
collector 

05 PL4 

Credits 
quantity for 
one pulse from 
bill collector 

06 VPL Game volume 0-30 015  

08 LoD Button lit time 1-120 035 
ms as the unit 
of the button lit 

time 

09 Nol 
Lit buttons at 
one time limit 

1-6 004  

10 GAT 
Game time for 
one credit 

12-300 040 

Includes 4 
seconds for 
preparation 
before game 
start and 8 

seconds for 
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game over. 
11 FrE Free play ON/OFF OFF  

12 tDt 
Ticket 
dispenser Continuation/Pulse Pulse Default 

13 T|1 
Ticket for 
winner 

1-200 002  

14 T|0 Ticket for loser 0-200 001  

15 PT1 

Extra 
tickets-first 
stage point 
threshold 

5-990 100 

Point value is 5 
to increase or 

decrease, 
ticket value is 1 
to increase or 

decrease. 

16 nT1 

Extra 
tickets-first 
stage ticket 
quantity 

0-300 000 

17 PT2 

Extra 
tickets-second 
stage point 
threshold 

5-990 200 

18 nT2 

Extra 
tickets-second 
stage ticket 
quantity 

0-300 000 

19 PT3 

Extra 
tickets-third 
stage point 
threshold 

5-990 300 

20 nT3 

Extra 
tickets-third 
stage ticket 
quantity 

0-300 000 

21 PT4 

Extra 
tickets-fourth 
stage point 
threshold 

5-990 400 

22 nT4 

Extra 
tickets-fourth 
stage ticket 
quantity 

0-300 000 

23 CrE 
Clear active 
credits 

YES/NO NO  
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24  

Warning sound 
for Lacking of 
Tickets YES/NO YES  

25  
Settings for 
ticket and 
capsule award 

0-3  

0 means 
release tickets 
to both winner 

and loser;         
1 means 
release 

capsule to 
winner and 

release tickets 
to loser;       
2 means 

release tickets 
to winner, 

release tickets 
to loser;       
3 means 
release 

capsule to both 
winner and 

loser. 

26  
Capsule 
quantity for 
winner 

1-10 1 
 

27  
Capsule 
quantity for 
loser 

0-10 0 
 

28  
Total number 
of capsule 
released 

  
 

29 dFL 
Restore default 
settings 

YES/NO NO 
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How to exit settings and apply changes 

All values are stored immediately after making any changes. You don’t 

need to reboot the machine in order to apply changes. 

Browse through the menu using UP and DOWN buttons. To exit the 

menu press ESC or restart the machine. 

 

SD CARD REPLACEMENT AND SOFTWARE UPDATE  
 

1. Take out the connector as below picture.： 

 

2. Turn off the machine 

3. Take out the SD card， Then put it in another slot as below picture. 
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4． Push the Start button until light up 

5． All time bar lighting as below picture mean the update is on 

process. 

 

6． Turn off the machine ，Put back the SD card in original place as 

below picture 
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7． Turn on machine again and all software update completed. 

 

SD CARD REPLACEMENT AND SOFTWARE UPDATE 

Card replacement 

1. Turn OFF the machine, open it and locate SD card on the main board. 

2. Press the card and it will pop out of socket. 

3. Insert new card securely. 

4. Close the machine and turn it on. 

SD card software update 

1. Turn ON the machine and check current software version on the credit 

display. Version number is displayed only when machine is initializing. 

2. Turn OFF the machine, open it and locate SD card on the main board. 

3. Press the card and it will pop out of socket. 

4. Connect the card to your computer using a card reader. 
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CONNECTOR 

Please kindly connect the wires as following pictures display. 
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TROUBLESHOOTING 

Machine won’t turn on 

1. Check if power outlet is working correctly. 

2. Check if power supply inside the machine is working (green LED 

should be on) 

3. Check if power in connector is connected correctly to the main board. 

No sound 

1. Check if volume setting is not set to 0. 

2. Check if speakers are connected correctly to the main board and 

connectors are connected 

securely to each speaker. 

3. Check if SD card is plugged in correctly. 

4. Check if files on the SD card are in top directory and have correct 

names (game_sta.mp3, game1.mp3 - game5.mp3, winner.mp3). 
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